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The Desmond-Simplex vise line is a quality line throughout 
and offers a complete selection of types and sizes. Many extra 
features and fine details of construction give these vises extra 
values at no premium in price. Stocked, serviced, and repre¬ 
sented by selected Industrial Distributors. Specify Desmond- 
Simplex with confidence. 


GREATER STRENGTH-CAPACITY-VALUE 


Machinists 
Swivel Base 


Sheet Metal 
Pattern Makers 


Swivel Base 


Hinged Pipe 


Posibonme 


Drill Press and Milling Machine 
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Woodworkers— 
Economy Model- 
Continuous Screw page 


Woodworkers—Wood 
Handle—Quick Acting 
or Continuous oatu 


Woodworkers— 

Steel Handle- 
Continuous Screw page 
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All Steel Slide 

Unbreokoble 

Unbendoble 


Full 360° Swivel Base 
locks in any horizontal 
position. Positive—Sure, 
larger models have 
twin locks. 


One Piece Handle—No 
separate ends to come 
loose. Made of one piece 
of steel with non-pinching 
type ends. 


Vise Body—Extra heavy 
semi-steel. Accurately 
machined and broached. 


Jaw Inserts—Easily 
replaceable, will not 
shear off. Special 
steel with deep diamond 
serrations or smooth faces. 


New Type Nut—stronger, 
with two-point support to 
assure smooth screw 
operation, without binding. 

























BASIC WORKSHOP TOOLS 

FOR HOME AND SHOP 




hardened steel cut-off tool 


hardened steel jaw inserts, replaceable 


pipe faws 


anvil with horn for shaping metal 


greater jaw opening 
and depth 


all-steel channel slide 


semi-steel 
body castings 


positive locking swivel base 


screw enclosed, fully protected 


one-piece non-pinching type steel handle 







* 



» 


Only Desmond-Simplex Utility Vises offer such a wide range of features which con¬ 
tribute to strength, durability, and versatility. 

/. Sled Channel Slide. Extra width and height of this type slide gives greater strength 
than small bar slide. It eliminates bent slides and damage to screw. 

2. Square Thread Sled Screw. Protected by slide from dirt, chips and damage, insuring 
long wear. 

3. Hardened Sled Replaceable, Jaw Inserts. All sizes have hardened steel, serrated jaws 
for maximum grip and service. 

4. Hardie or Cutoff Tool. Anvil with horn—useful for hammering rings, hoops, etc. 

5. Pipe Jaws arc part of the vise; cannot be lost. 

6. Swivel Base allows vise to turn in most convenient direction. Lock lxilt holds vise 
securely. 

7. One-piece Handle, Non-pincliing Type. Ends welded into ball shape, no loose balls 
to fall off. 


VISE NO. 

JAW WIDTH 

JAW OPENING 

WEIGHT LBS. 

30 

3" 

3-1/4" 

ll 

300 

3" 

3-1/4" 

12 

350 

3-1/2* 

4-1/2" 

18-1/2 

400 

4" 

5" 

25 

500 

5" 

5" 

30 


(No. 30 does not have swivel base or hardie) 


GREATER STRENGTH 


CAPACITY 


VALUE 


21 















